UHS Primer W-W

UHS Grundierung W-W
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i | @ Shelf life: 36 months
il | Color: gray
Pack: 11

< TRT EU/2004/42 Cat I1 B(c) VOC 525 g/I
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UHS Tpyst W-W
UHS Primer W-W

O]~ =10 |

UHS Vyrovnavaci primer W-W

Properties
Two-pack Ultra high solids primer D505 has been developed specially for wet-on-wet application. D505
allows to build a very good insulating coating resistant to shrinkage and edge marking.

Usage tips

UHS Primer W-W D505 could be sanded with P600-800 after 30 minutes flash-off at 20 °C when
necessary or if it wasn't overpainted during 4 hours at 20 °C after application. D505 should be used with
Elastic Additive D101 (see p. 23) when applied on plastics.




UHS Primer W-W
UHS Grundierung W-W

Bare steel/ Anticorrosive pre-treatment is necessary before application
Aluminium/
Galvanized steel
Old paint/ Degreasing, dry sanding with P240-320 or with red sanding
Polyester putties pad, blowing off, degreasing
Mixing ratio By volume By weight
UHS Primer W-W D505 100 ml 100 g
HS Hardener D220/D222

25 ml 17 g
Uni Thinner D110 25 ml 179

Viscosity (DIN 4, at 20 °C)
17 sec

Pot-life (at 20 °C)
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Application Gun tip Pressure
Gravity gun 1,3-1,4 mm 3-4 bar
HVLP gravity gun 1,3-1,4 mm 2 bar
Number of coats 1
Recomn_1ended thickness 30 microns

of dry single layer

Humidity <75%
Temperature +15 °C...+30 °C
Drying times (at 20 °C)

HS Hardener, D220 20 min

HS Hardener fast, D222 30 min

Topcoats
Acrylic enamels, solvent- or waterborne basecoats
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