Adhesive primer

Kunststoffprimer
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Shelf life: 24 months

ﬁ Color: transparent
i_';] ” Pack: 0,51
g; 3 EU/2004/42 CatII B(a) VOC835g/I
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Mha}iie primer -

Primer na plast

Properties
Adhesive primer D707 is a ready-to-use non-sandable adhesion promoter for application on plastics. Also

available to purchase in user-friendly spray can.

Usage tips
Adhesive primer D707 could be directly overpainted with most solvent- or waterborne basecoats when the
surface doesn't demand repair.

» /
/] -
It |
! = a ™™ | —




Adhesive primer
Kunststoffprimer

Plastics Degreasing, sanding with grey sanding pad, blowing off,
degreasing

Viscosity (DIN 4, at 20 °C)

13 sec

Application Gun tip Pressure
Gravity gun 1,3-1,4 mm 3-4 bar
HVLP gravity gun 1,3-1,4 mm 2 bar
Number of coats 1
Recommended thickness 8 microns
Humidity < 75%
Temperature +15 °C...+30 °C

Drying time at 20 °C
10 min

Topcoats

Plasticized 2K fillers-surfacers; most solvent- or waterborne basecoats could be directly
applied on Adhesive primer D707 when the surface doesn't demand repair.



	Страница 8
	Страница 9

